A251LP RAISED PANEL ionc

PERSONALIZING OPTIONS GOOD / BETTER / BEST
COLORS!
White Almond Sandstone Brown
Bronze Gray Desert Tan Black
PAINTED WOODTONES'
Modern Classic
LONG WINDOW INSERTS e .
Specifications
H----H H----H m—— Panel Style Raised Panel
No Inserts Stockton Arched Stockton
Section Construction 2" Thick - 1-Sided Steel with Vinyl Back
- —
‘-----‘ “ ‘....‘ “@” ‘--..‘ “E” Section Material Standard / 252 Ga. Steel
Cascade Madison Arched Madison Insulation Type 1-3/8" Polystyrene
| | — [aNZa] [a%a]
Prairie Waterton Sherwood
=N
Sunburst [E R-value / Thermal R-7.94
Y Performance [ | | —] —]
GLASS Fiain available as Polycarbonate
Powder Coating’ 188 colors
__ Window Style® Long [40.5”" x 12.75"]
- Glass Non-Insulated
Plain Frosted Tinted Obscure Glue Chip Wind Load Non-Impact and Impact Rated
Limited Lifetime on Sections
Warranty 3 Years on Springs

6 Years on Hardware

1 Refer to your local Dealer for exact color and woodtones match. 2 Lower steel
gauge [ga.] number indicates stronger steel. 3 Model number indicates window style.

Your Local Garage Door Professional
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All information presented is based on the specifications and features available at the time of printing and is subject to change without notice.






